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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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Indian Standard 

SPECIFICATION FOR 
COTTON CANVAS 

( Third Revision ) 

0. FOREWORD 

0.1 This Indian Standard (Third Revision) was adopted by the Indian 
Standards Institution on 26 September 1983, after the draft finalized 
by the Industrial Textiles Sectional Committee had been approved by 
the Textile Division Council. 

0.2 The standard, formulated in 1959, was revised in 1970 and 1977. 
This third revision has been made in the light of experience gained in 
implementing the standard. Provision for waterproofing and the 
requirements of the proofed cloth has been eliminated in this revision 
as these are covered in 18:2089-1977* and IS : 6083-1 972t. This 
revised version related to basic fabric mainly. 

0.3 Variety No. 1 of cotton canvas prescribed in this standard is based 
on IND/TC/221 (c) ^Specification for Canvas, Cotton, 816 g'; Variety 
No. 2 on IND/TC/0135 (c) ^Specification for Canvas, Cotton, 678 g*; 
Variety No. 3 on IND/TC/0122 (c) 'Specification for Canvas, Cotton, 544 
g\- and Variety No. 4 on IND/TC/0133 (c) ^Specification for Canvas, 
Cotton, 408 g\- issued by the Ministry of Defence, Government of India. 

0.4 Cotton canvas covers cloth with a great variety of uses. Canvas may 
be used in belting, rubber canvas footwear, insertion sheets and in 
different types of proofed fabrics, tarpaulins, and bags. 

0.5 This edition 4.2 incorporates Amendment No. 1 (June 1986) and 
Amendment No. 2 (July 1990). Amendment No. 2 is being issued to 
specify that the number of plies of the plied yarn are mandatory; 
however, the count of single yarn is approximate and given for guidance 
only. Side bar indicates modification of the text as the result of 
incorporation of the amendments. 

0.6 For the purpose of deciding whether a particular requirement of 
this standard is complied with, the final value, observed or calculated, 
expressing the result of a test, shall be rounded off in accordance with 
IS : 2-1960$. The number of significant places retained in the rounded 
off value should be the same as that of the specified value in this 
standard. 



^Specification for common proofed canvas/duck and paulins (tarpaulins) ( second 
revision ). 

fSpecification for special proofed canvas and duck. 
^Rules for rounding o£f numerical values ( revised ). 

3 
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1. SCOPE 

1.1 This standard prescribes the constructional details and other 
particulars of four varieties of cotton canvas. The cotton canvas may be 
grey, scoured or dyed. 

1.2 This standard does not specify the general appearance, feel, finish, 
etc, of the cloth ( see also 4.3 ). 

2. TERMINOLOGY 

2.1 Canvas — A strong, firm, single or double end plain weave cloth 
made with single or plied yarns and in which the warp predominates. 

3. MANUFACTURE 

3.1 Yarn — The yarn used for the manufacture of the cloth shall be 
satisfactory in evenness and reasonably free from neps and spinning 
and doubling defects. 

3.2 Cloth — The cloth should be free from sizing and dressing 
materials and other substances liable to cause subsequent tendering. 
The dyed cloth should be free from stains, streaks, patches and specks. 

4. REQUIREMENTS 

4.1 Constructional Particulars — The constructional particulars of 
grey, scoured or dyed cloth shall conform to Table 1. The count of single 
yarn is approximate and given for the guidance of the manufacturers. 
The number of plies, however, shall not be changed. 

4.2 The canvas shall also conform the requirement given in Table 2. 

4.3 Sealed Sample — If, in order to illustrate or specify the general 
appearance, feel and other such characteristics of the cloth, a sample 
has been agreed upon and sealed, the supply shall be in conformity 
with the sample in such respects. 

4.3.1 The custody of the sealed sample shall be a matter of prior 
agreement between the buyer and the seller. 

5. MARKING 

5.1 The cloth shall be marked with the following: 

a) Manufacturer s name, initials or trade mark; 

b) Name of the material; 

c) Variety number; 

d) Identification mark at both ends; 

e) Year of manufacture; 

f) Width and length of the piece; and 

g)Any other particulars required by the buyer or by the law or 
regulation in force. 
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TABLE 2 REQUIREMENTS OF COTTON CANVAS 

( Clause 4.2 ) 



SL 

No. 


Characteristic 


Requirement 


Method of TEwST 


(1) 


(2) 


(3) 


(4) 


i) 


Scouring loas, percent, Max: 




IS: 1383-1977* 
(Mild method) 




a) Grev 

b) Scoured or dyed 


5.0 
2.5 




ii) 


pH value (scoured or dyed) 


6.0 to 8.5 


IS: 1390-1983t 
(Cold method) 


iii) 


Shrinkage or elongation, 
percent. Max: 




IS:2977-1964t 




a) (J rev 

b) Scoured or dyed 


5.0 
2.5 




iv) 


Colour fastness (dyed canvas) 
to: 








a) Light 


4 or better 


TS:686-l957§or 
IS: 2454-196711 




b) Washing : Test 3 


4 or better 


IS: 764-19791 



*Method for determination of scouring lo.s8 in grey and finished cotton textile 
materials ( first revision ). 

tMethods for determination of /;H value of aqueous extract of textile materials ( first 
revision ). 

^Methods for determination of dimensional changes of woven fabrics (other than 
wool) on soaking in water. 

JMcthod tor determination of colour tastness of textile materials to daylight. 

1 1 Method for determination of colour fastness of textile materials to artificial light 
(xenon lamp). 

lIMethod for determination of colour fastness of textile materials to washing: Test 3 
( secojid rei'ision ). 

5.1.1 The cloth may also be marked with the ISI Certification Mark. 

Note — The use of the ISl Certification Mark is governed by the provisions of the 
Indian Standards Institution ((Certification Marks) Act and the Rules and 
Regulations made thereunder. The ISI Mark on products covered by an Indian 
Standard conveys the assurance that they have been produced to comply with the 
requirements of that standard under a well-defined system of inspection, testing and 
quality control which is devised and supervised by ISI and operated by the producer. 
ISI marked products are also continuously checked by ISI for conformity to that 
standard as a further safeguard. Details of conditions, under which a licence for the 
use of the ISl Certification Mark may be granted to manufacturers or processors may 
be obtained fi*om the Indian Standards Institution. 
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6. PACKING 

6.1 The cloth shall be packed in bales or cases in conformity with the 
procedure laid down either in IS : 1347-1972* or in IS : 293-1980t as 
required. 

7. SAMPLING 

7.1 For ascertaining the conforming of the material in respect of ends 
and picks, mass, breaking load, and length and width, the scale of 
sampling and criteria for conformity as given in IS : 3919-1966$ shall 
be followed. 

7.2 For ascertaining the conformity in respect of scouring loss, pH value 
shrinkage or elongation, and colour fastness, the scale of sampling and 
criteria for conformity as given in IS : 5463-1969§ shall be followed. 



*Specification for inland packaging of cotton cloth and yarn ( first revision ). 
tCode for seaworthy packing of cotton yarn and cloth ( third revision ). 
:t:Method8 for sampling cotton fabrics for determination of physical characteristics. 
§Methods for sampling of cotton fabrics for chemical tests. 
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